
Stain
Resistance

Terrazzo Test Blocks (3 Coats)
1 Hour Covered Spot Test

Water ..................................................No Effect
Skydrol Hydraulic Fluid ...................... No Effect
HCL .................................................... No Effect
Kerosene .......................................... No Effect
Diesel Fuel ........................................ No Effect
Gasoline ............................................ No Effect
Windshield Washer Fluid .................. No Effect
Automa�c Transmission Fluid .......... No Effect
50% Ethanol ...................................... No Effect

70% Isopropanol ...................... Slight So�ening
Full Recovery

10% Ammonia .................................... No Effect

Betadine (povidone-iodine 7.5%)....... No Effect

Red Wine Vinegar .............................. No Effect
Beet Juice .......................................... No Effect
Coca Cola............................................ No Effect
Tomato Juice ...................................... No Effect
Beer.................................................... No Effect
Pickle Juice ........................................ No Effect
Mustard .................... Faint Stain, Full Recovery

© 2023 Essen�al Industries, Inc.
Merton, Wisconsin 53056
Phone: (262) 538-1122
www.essind.com B0223  LT-90000BTRX 

Type.................................................. 2-K Urethane / Acrylic Hybrid
Form ........................................................................ Opaque Liquid
Odor ...................................................................................... Bland
Color ............................................................................ Milky White
Weight Per Gallon .............................................. 8.60 Lbs. (Part A)
pH ............................................................................................ 8.65
Floor Solids .............................................................................. 22%
V.O.C. (as used) .................................................................... 231 g/l
Hardness (7 day Konig) .................................................... 130 Secs.
Moisture Resistance ................................................Non-Whitening

When Exposed to Water
Slip Resistance ............................................................UL-Classified
Coverage ............................................1500-2500 Sq. Ft. Per Gallon
* Proper�es are typical and subject to usual manufacturing tolerances.

For more information, go to:
h�ps://www.essind.com/product/t-rx-152cf/

Properties*

Eliminates the Need for Stripping



T-Rx is a high performance terrazzo coa�ng 
designed for high-traffic interior applica-
�ons. It uses IPN technology to provide 
unsurpassed mar and scratch resistance, 
high gloss and excellent stain resistance.

Water-Based,
2-Part Urethane /
Acrylic Coating

Incredible stain resistance (see back page)

UV-stable

Restores terrazzo color

Extremely resistant to cowpathing, 
scratching and scuffing, dirt penetration 
and black heel marks*

Eliminates the need for stripping

No densifiers or restorers needed

Applies like a floor finish
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* under normal pedestrian foot traffic
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